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BB (%1) E= LA HIRE (%2) (%3) (%4) (%5)
LLFO111A/LWWD03550TXNSAASCOO1 * 1.50 5000K Ra60 ON-OFF
LLFO111A/LWWD03522OVNSAALCOO1 * 2.50
LLFO111A/LWWD03522303SAATCOO1 % 30
LLFO111A/LWWD03522004SAA0COO1 * 40
LLFO111A/LWWD035223055A AOCOO1 % 50
2200K
LLFO111A/LWWD035220065A A0COO1 * 6°
LLFO111A/LWWD03522307SAATCOO1 % 70
LLFO111A/LWWD035225085AA0COO1 * 8o
LLFO111A/LWWD03522509SAATCOO1 % 90
LLFO111A/LWWD03527OVNSAALCOO1 * 2.50
LLFO111A/LWWD03527<03SAATCOO1 % 30
LLFO111A/LWWD03527004SAA0COO1 * 40
LLFO111A/LWWD03527<055A AOCOO1 % 50
2700K
LLFO111A/LWWD035270065AAOCOO1 * 6°
LLFO111A/LWWD03527<07SAATCOO1 % 70
LLFO111A/LWWD0352708SAALCOO1 * 8o
LLFO111A/LWWD03527<09SAATCOO1 % 90
LLFO111A/LWWD03530OVNSAALCOOT * 2.50
LLFO111A/LWWD03530003SAALCOO1 * 30
LLFO111A/LWWDO03530<>04SAALCOO1 * 40 ON-OFF Fra-ML—
1OV CE/PSE
LLFO111A/LWWD035300055A ALCOO1 * 50 0-10Vi@Y RIA bk
3000K Ra70 DALIZE TIS )
LLFO111A/LWWD035300065A ALCOO1 * 6° i SIN—
DMXZA%
LLFO111A/LWWDO03530007SAATCOO1 % 70
LLFO111A/LWWD035300085AALCOO1 * 8o
LLFO111A/LWWD03530009SAALCOO1 * 90
LLFO111A/LWWD03540OVNSAALCOOT * 2.50
LLFO111A/LWWD03540303SAATCOO1 % 30
LLFO111A/LWWD03540504SAA0COO1 * 40
LLFO111A/LWWD035400055A AOCOO1 % 50
4000K
LLFO111A/LWWD035405065A ALCOO1 * 6°
LLFO111A/LWWD03540307SAATCOOL % 70
LLFO111A/LWWD035405085A ALCOO1 * 8o
LLFO111A/LWWD03540509SAATCOO1 % 90
LLFO111A/LWWDO3550OVNSAALCOOT * 2.50
LLFO111A/LWWD03550003SAALCOO1 * 30
LLFO111A/LWWD03550004SA A0COO1 * 40
LLFO111A/LWWD035500055A ACCOO1 * 50
5000K
LLFO111A/LWWD035500065A ALCOO1 * 6°
LLFO111A/LWWD03550507SAATCOO1 % 70
LLFO111A/LWWD03550085A ALCOO1 * 8o
LLFO111A/LWWD03550009SAACCOO1 * 90
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STANLEY ELECTRIC CO., LTD.

LED FLOODLIGHT
LLFO111A Narrow type Installation Instructions

® This product must be installed in accordance with applicable national and local electrical and construction codes by a
qualified electrician. Installation by an unqualified person is prohibited by law.

Name (1) 1/2 beam Light Color Rending Control system Standard Body Color
’ angle Color Index (%2) (%3) (%4) (3%5)
LLFO111A/LWWD03550TXNSA ASCOO1 % 1.5° 5000K Ra60 ON-OFF
LLFO111A/LWWD035220VNSA ALICOO1 % 2.50
LLFO111A/LWWD03522303SAATCOO1 % 30
LLFO111A/LWWD03522004SAALICOO1 % 40
LLFO111A/LWWD035223055A AOCOO1 % 50
2200K
LLFO111A/LWWD03522306SA ALCOO1 % 6°
LLFO111A/LWWD03522307SAATCOO1 % 70
LLFO111A/LWWD03522308SAALICOO1 % 8o
LLFO111A/LWWD03522509SAATCOO1 % 90
LLFO111A/LWWD03527OVNSA ALICOO1 % 2.50
LLFO111A/LWWD03527<03SAATCOO1 % 30
LLFO111A/LWWD03527C04SAALICOO % 40
LLFO111A/LWWD03527<055AATCOO1 % 50
2700K
LLFO111A/LWWD03527C06SAALCOO1 % 6°
LLFO111A/LWWD0352707SAATCOO1 % 70
LLFO111A/LWWD03527C08SAALICOOL % 8o
LLFO111A/LWWD0352709SAATCOOL % 90
LLFO111A/LWWDO035300VNSA ALICOO1 % 2.50
LLFO111A/LWWD03530003SAALCOO1 * 30
LLFO111A/LWWD03530004SA ALICOO1 * 40 ON-OFF Charcoal gray
_ f f CE/PSE .
LLFO111A/LWWD035300055A ACICOOT * 50 0-10V dimming White
3000K Ra70 DALI dimming TIS _
LLFO111A/LWWD03530C06SAALCOO1 % 6° o Silver
DMX dimming
LLFO111A/LWWD03530007SAALCOO1 * 70
LLFO111A/LWWD03530C08SAALCOO1 % 8o
LLFO111A/LWWD03530009SAALCOO1 * 90
LLFO111A/LWWD035400VNSA ALICOO1 % 2.50
LLFO111A/LWWD0354003SAALCOO1 * 30
LLFO111A/LWWD03540004SAALICOO % 40
LLFO111A/LWWD035400055A ALCOO1 * 50
4000K
LLFO111A/LWWD03540006SA ALICOO1 % 6°
LLFO111A/LWWD03540307SAATCOOL % 70
LLFO111A/LWWD03540008SAALICOOL % 8o
LLFO111A/LWWD03540009SAALCOO1 * 90
LLFO111A/LWWDO3550 VNS A ALICOO1 % 2.50
LLFO111A/LWWD03550003SAALCOO1 * 30
LLFO111A/LWWD03550004SA ALCOO1 % 40
LLFO111A/LWWD035500055A ALCOO1 * 50
5000K
LLFO111A/LWWD03550306SA ALCOO1 % 6°
LLFO111A/LWWD03550007SAALCOO1 * 70
LLFO111A/LWWD03550308SAALCOOL % 8o
LLFO111A/LWWD03550009SAALCOO1 * 90
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LLFO111A/LWWDO03557CGVNSAACICOO1 * 2.5
LLFO111A/LWWDO03557C03SAALICOOT * 30
LLFO111A/LWWDO03557G04SAACICOOT * 40
LLFO111A/LWWDO03557C055AALICOO1 * 50
5700K
LLFO111A/LWWDO03557G065AACICOOT * 6°
LLFO111A/LWWDO03557G07SAALICOOT * 70
LLFO111A/LWWDO03557C085AACICOOT * 80
LLFO111A/LWWDO03557G09SAALICOOT * 90
LLFO111A/LWWDO03565CVNSAACICOO1 * 2.5 Raz0
LLFO111A/LWWDO03565C03SAALICOO1 * 30
LLFO111A/LWWDO035650045A ACICOOT * 40
LLFO111A/LWWDO03565C055A ACICOO1 * 50
6500K
LLFO111A/LWWDO035650065A AOCOO1 * 6°
LLFO111A/LWWDO03565C07SAALICOOT * 70
LLFO111A/LWWDO035650085A AOCOO1 * 80
LLFO111A/LWWDO03565C09SAALICOO1 * 90 CE/PSE
LLFO111A/LWWDO35RENVNSAALICOOT * 2.5 TIs
LLFO111A/LWWDO35RENO3SAALCOO * 30
LLFO111A/LWWDO35REN04SAATCOOL * 40
LLFO111A/LWWDO35RENOSSAALCOO1 * 50
LLFO111A/LWWDO35RENO6SAATCOOL * 6° RED
LLFO111A/LWWDO35RENO7SAALCOO1 * 70
LLFO111A/LWWDO35RENO8SAATCOOT * g° ON-OFF Foa-)L L —
LLFO111A/LWWDO35RENO9SA ACICOO1 * 90 0-10Vax VN
LLFO111A/LWWDO35GRNVNSAALCOOT * 2.5 DALIiR3E )
DMXZB SR
LLFO111A/LWWDO35GRNO3SA ALICOO1 % 30
LLFO111A/LWWDO35GRNO4SA ACICOO1 % 40
LLFO111A/LWWDO35GRNOSSA ALICOO1 % 50
GREEN
LLFO111A/LWWDO35GRNO6SA ACICOO1 % 6°
LLFO111A/LWWDO35GRNO7SA ALICOO1 % 70
LLFO111A/LWWDO35GRNO8SA ALICOO1 % 80
LLFO111A/LWWDO35GRNO9SA ALICOO1 % 90
LLFO111A/LWWDO35BLNVNSAALCOOT * 2.5 -
LLFO111A/LWWDO35BLNO3SA ALICOO1 % 30
LLFO111A/LWWDO35BLNO4SA ACICOO1 % 40
LLFO111A/LWWDO35BLNOSSA ALICOO1 % 50 CE
BLUE TS
LLFO111A/LWWDO35BLNO6SA ACICOO1 % 6°
LLFO111A/LWWDO35BLNO7SA ALICOO1 % 70
LLFO111A/LWWDO35BLNO8SA ACICOO1 % 80
LLFO111A/LWWDO35BLNO9SA ALICOO1 % 90
LLFO111A/LWWDO35YENVNSAACICOO * 2.5
LLFO111A/LWWDO35YENO3SAALICOO1 % 30
LLFO111A/LWWDO35YENO4SAACICOO1 % 40
LLFO111A/LWWDO35YENOSSAALICOO1 % 50 colb CE/PSE
LLFO111A/LWWDO35YENOSSAACICOO1 % 6° IS
LLFO111A/LWWDO35YENO7SAALICOO1 % 70
LLFO111A/LWWDO35YENOBSAACICOO1 % 80
LLFO111A/LWWDO35YENO9SA ALICOO1 % 90
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Name (1) 1/2 beam Light Color Rending Control system Standard Body Color
; angle Color Index (%2) (3%3) (x4) (3%5)
LLFO111A/LWWD03557OVNSAALCOO1 * 2.5°
LLFO111A/LWWD03557<03SAACCOO1 * 30
LLFO111A/LWWD03557304SAACCOO1 * 4°
LLFO111A/LWWD03557<055AACCOO1 * 50
5700K
LLFO111A/LWWD03557006SAACCOO1 * 6°
LLFO111A/LWWD03557<07SAALCOO1 * 7°
LLFO111A/LWWD03557308SAACCOO1 * 8°
LLFO111A/LWWD03557<09SAALCOO1 * 9°
Ra70
LLFO111A/LWWD035650VNSAACCOO1 * 2.5°
LLFO111A/LWWD03565CG03SAACCOO1 * 30
LLFO111A/LWWD03565C04SAACICOO1 * 4°
LLFO111A/LWWD03565CG055A ACCOO1 * 50
6500K
LLFO111A/LWWD03565C06SAACCOO1 * 6°
LLFO111A/LWWD03565C307SAALCOO1 * 7°
LLFO111A/LWWD03565C085AACICOO1 * 8°
LLFO111A/LWWD03565309SAALCOO1 * 9° CE/PSE
LLFO111A/LWWDO35RENVNSA ACICOO1 * 2.5° TS
LLFO111A/LWWDO35RENO3SAACOO1 * 30
LLFO111A/LWWDO35REN04SA ACICOO1 * 4°
LLFO111A/LWWDO35RENO5SAACOO1 * 50
RED
LLFO111A/LWWDO35RENO6SA ATICOO1 * 6°
LLFO111A/LWWDO35RENO7SAALCOO1 * 7°
LLFO111A/LWWDO35RENO8SA ATICOO1 * 8° ON-OFF
o Charcoal gray
LLFO111A/LWWDO35RENO9SA ACICOO1 * 90 0-10V dimming
DALI dimming White
LLFO111A/LWWDO35GRNVNSAACICOO1 * 2.5°
DMX dimming Silver
LLFO111A/LWWDO35GRNO3SA ALCOO1 * 30
LLFO111A/LWWDO35GRNO4SAACICOO1 * 4°
LLFO111A/LWWDO35GRNOSSA ACICOO1 * 50
GREEN
LLFO111A/LWWDO35GRNO6SA ACICOO1 * 6°
LLFO111A/LWWDO35GRNO7SAALCOO1 * 7°
LLFO111A/LWWDO35GRNO8SAACICOO1 * 8°
LLFO111A/LWWDO35GRNO9SA ALICOO1 * 9°
LLFO111A/LWWDO35BLNVNSAATICOO1 * 2.5°
LLFO111A/LWWDO35BLNO3SAALCOO1 * 30
LLFO111A/LWWDO35BLNO4SAACICOO1 * 4°
LLFO111A/LWWDO35BLNOSSA ALICOO1 * 50
BLUE =
LLFO111A/LWWDO35BLNO6SA ACICOO1 * 6°
LLFO111A/LWWDO35BLNO7SAALCOO1 * 7°
LLFO111A/LWWDO35BLNO8SA ACICOO1 * 8°
LLFO111A/LWWDO35BLNO9SA ALICOO1 * 9°
LLFO111A/LWWDO35YENVNSAATICOO1 * 2.5°
LLFO111A/LWWDO35YENO3SAACCOO1 * 30
LLFO111A/LWWDO35YENO4SAATICOO1 * 4°
o
LLFO111A/LWWDO35YENO5SAACCOO1 * 5 coLb CE/PSE
LLFO111A/LWWDO35YENO6SAATCICOO1 * 6° Tis
LLFO111A/LWWDO35YENO7SAACCOO1 * 7°
LLFO111A/LWWDO35YENO8SAATICOO1 * 8°
LLFO111A/LWWDO35YENO9SAACICOO1 * 90

Drawing No. D00202369L_EN 2/11




X1 @E0 COO0A *x BREMIKCEUTTFROXFINERDET,

O EBE (%2)
Ra60: T Ra70:X None:N OO---HEEHE (x4)
CE, CE/PSEXfI& : CE . PSEXfiG : PS « TISHMIG : TS
O---#IEAR (%3)

ON/OFF : S AN KRB (X5)

0-10VEA% (Curve:log) : B 0-10VEA% (Curve:Linear) : E FpI-MJL— :BK  AKI(b:WH L= :SI
DALIZA (Curve:Log) :C DALIZY (Curve:linear) :F

DMXGE3 (Curve:Log) : D DMXFE¥ (Curve:Linear) : G * « o NG LMERRDIZE(CEO R

-RMII5R [ RIAREICHEENZRETY, BEEE2200K~6500KNE RIS HINTLS

AN T O EIERAREEIR(ACA N ) DIEFLIR I ERER T, WEDREEUTOEBNTY,
-BIRIEMEEHRTY.

R FEY - SWERTIITEVER A BETSU TSPD(THEY — =B ) 2 HRHIZEW, i?ﬁ LLMOHJ\BFSO;‘gfs L6273A
ZORIBSEDANEIILFS TN —T AT - RISBIEUR S, fEREEES BRI, 2200k LMOTIIANS S e1eo0a
A=h—FEZ2OY - EARBEF(EEROBEREOH NI ZE0ELET 3000K  LLMO111A/LS 30X S-16273A
-ZORBIABREDONRIIIATER A, KRN FHISEUEE(LIBARREDAREITHAL T2, ggggﬁ tmgﬂwg ‘5‘8§ g-}gggﬁ
BT AL TVE A, RN EEEEENTOLBNH0ET . 2700 LLMOL11A/LS 57X S-16273A
-BRBAZR Bz RIS RT3 ENRVESICERBAZR B2 5% EL T, 6500K  LLMO111A/LS 65X S-16273A

-50md DV EERE TIRBAZR B Z RIS R D8RV TUIZE W,

-LEDRFICF/NSYFNoDE —BEOIRIAZGRE (CHVTEN B, BB2EHERBIZENGBDEFIDOTT THRIE.
- BRET BB NV BRI (C Lo TEHEASHRUCRBIZENHBDET . FHT TE T,

-ZORICE, (EU)2019/2015[CE N IRINF-REISA<G>DHFENZFENTVET.

o HRilE
ON-OFF DALIFEY DMX3f3/0- 10V
HEBALHR 2200K~6500K/ 2200K~6500K/ 2200K~6500K/
BLUE/GOLD RED GREEN BLUE/GOLD RED GREEN /BLUE/GOLD RED GREEN
ERBE AC100~240V
[1/2E—Af : 2.5°~9°]
X 0.40~0.17A
ADER - 0.37~0.16A 0.37~0.16A | 0.37~0.16A | 0.35~0.15A | 0.34~0.15A | 0.38~0.16A 0.35~0.15A | 0.35~0.15A
[1/2E—-1f : 1.5°]
0.36~0.15A
[1/2E—Af : 2.5°~9°]
35.7W(100VEF)
BT 35.3W(240VEs) | 33.6W(100VEE) [ 33.0W(100VEF) | 35.9W(100VEF) |33.8W(100VESF)|33.2W(100VEF) [ 37.1W(100VEE) | 34.9W(100VES) |34.3W(100VEE)
R [1/2E-A%: 1.5°] | 33.3W(240VE) | 32.7W(240VEF) [ 36.3W(240VES) [34.2W(240VEE) | 33.6W(240VEE) | 37.2W(240VEF) | 35.0W(240VEE) |34.4W(240VES)
32.5W(100VH)
32.7W(240VH)

IPARA% P66

BWEREHEH —25~50C

FEHES 5.4kg 5.6kg
REH(Z W315 H368 D113 W315 H368 D122
RIS 0.08m?

Me LT &REA BRLEIERN, COHRPBRTODEEARCH I BRI,

=25 BizeRoldna . AT FBESZESTIEEENHDET.

® S T(3HE TR BAICRE D THESRICAT O CKIEE L FEATICRMEN G BETE T . BB NKDRRLRDFET,
O ROWFIRRL TIERLBOTIZEN, BT BB, NKDREERDFT,
SRENI0%RHZBRBIHN. FFRENEKI D5,
RENEENGRB(GNIBAT (I —2REHBIRE).
BHEEl (e IFINI-TILAFIIRE) ([CEEESENZIHT
{BRENR (BYLKER. 7UEIVE) BERENR OKZR. A5>. JONUE) PFRELTOBISAT
IEREERIBZENT-I
BIAMERIR BV, KT ElE) MMEREN2IGFT
AANZZAMBVERIN T THEREN
-BEDZVIEFR
- AR YD TE DN BB
-HENE(EENDGR
©® KT IR, Eﬂn_bab\'C"FéL\o BT RE NKEOREERDET,
O IR+ ry T I, EEZINABVTIZEN, BKICL BB - NKDFRRICRDET,
O ERT—TJ) Lt@%ﬁr’ﬁﬁ{( Z(IBTJ IKEIDSv >33 BOX B THERRL TXEE L,
MENHDFT EREE - XK - RKDREREICEDFEY
© HENBHEURRETREALABWNTUIZEW, BT, BB, NKDRRALBDFY,
05— EPRRENEEERUILIHEE. IUTEBEEY O TARTEIT/AEBL TIZEL,
EENEUICRETHEAI SN POREDORREERDFT .
O IEED AN BESEEAN THEAL T,
© ERIROY — R34 I DIEEMN T E 21T TIEEV, M TEELBVE N KRB OREERDET,
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%1 OOOA in the name will be the following character string depending on the product specifications.

{+-- Color Rending Index (3%2) OO---Standard (3%4)
Ra60: T Ra70 : X None : N Apply to CE,CE/PSE : CE.
Apply to PSE : PS,
-+ Control system (3¢3) Apply to TIS: TS
ON/OFF : S
0-10V dimming (Curve:Log) : B 0-10V dimming (Curve:Linear) : E AN-++ Body Color (3%5)
DALI dimming (Curve:Log) :C DALI dimming (Curve:Linear) :F Charcoal gray : BK White : WH Silver :SI

DMX dimming (Curve:Log) :D DMX dimming (Curve:Linear) :G

-This product is classified as Class I luminaire.

+The classification of insulation of the dimmable models between dimming circuit
and LV supply (AC input) is basic insulation.

-This product is heavy-duty salt resistant spec.

-The product is not protected against lightning surge.
Please purchase a SPD (Lightning Surge Protection Device) as necessary.

* -+ -Described in the case of custom specifications.

-The name of the light source installed
in products with color temperatures
of 2200K to 6500K are as follows.

-When the external flexible cable or cord of this luminaire is damaged, cT Name of the light source
it shall be replaced only by the manufacturer or its service agent or a similar 2200K  LLMO111A/LS 22X S-16273A
qualified person in order to avoid a hazard. 2700K  LLMO111A/LS 27X S-16273A

-The light source of this luminaire is not replaceable; when the light source reaches 3000K  LLMO111A/LS 30X S-16273A
its end of life, the whole luminaire shall be replaced. 4000K  LLMO111A/LS 40X S-16273A

-Terminal block not included. Installation must be performed by a qualified person. 000K LLMO111A/LS 50X S-16273A

. . . - - 5700K  LLMO111A/LS 57X S-16273A
-Install the luminaires without looking at them for long periods of time. 6500K LLM0111A§LS 65X S-16273A

-The luminaire should be positioned so that prolonged staring into the luminaire
at a distance closer than 50 m is not expected.

- LED has dispersion in brightness and light color. The product may have different light color
and brightness even among products with the same model number.

-Please note that unevenness of the projected light may be noticeable depending on the
irradiation distance or the condition of the irradiation surface.

+This product contains a light source of energy efficiency class <G> based on (EU)2019/2015.

® Product Summary

ON-OFF DALI dimming DMX dimming / 0-10V dimming
SPEC N 2200K~ 2200K~
220 /Gegcng/ RED GREEN 6500K/ RED GREEN 6500K/ RED GREEN
BLUE/GOLD BLUE/GOLD
Input Voltage AC100~240V
[1/2 beam angle:2.5°~9°]

0.40~0.17A

Input Current 0.37~0.16A | 0.37~0.16A | 0.37~0.16A | 0.35~0.15A | 0.34~0.15A | 0.38~0.16A | 0.35~0.154 | 0.35~0.15A
[1/2 beam angle:1.5°]
0.36~0.15A

[1/2 beam angle:2.5°~9°]
35.7W(100V)
35.3W(240V) 33.6W(100V) | 33.0W(100V) | 35.9W(100V) | 33.8W(100V) | 33.2W(100V) | 37.1W(100V) | 34.9W(100V) |34.3W(100V)

[1/2 beam angle:1.5°] | 33.3W(240V) | 32.7W(240V) | 36.3W(240V) | 34.2W(240V) | 33.6W(240V) | 37.2W(240V) | 35.0W(240V) |34.4W(240V)
32.5W(100V)
32.7W(240V)

Power Consumption

IP Rating 1IP66
Operating
Temperature Range —25~50C
Mass 5.4kg 5.6kg
Dimension W315 H368 D113 W315 H368 D122
Projected Area 0.08m?
Construction Leave the instructions for users/customers for future reference.
& WARNING Failure to comply with the following installation instructions may result in death or serious injury.

eThis product must be installed in accordance with the installation instructions to avoid malfunction, fixture fall, electrical shock or fire.
eDo not use the product in the following environment or situation. It may cause fall of the fixture, electric shock or fire.

- Places where the humidity exceeds 90% RH or the product is covered with water.

- Places where vibration or shock are transmitted to the fixture, e.g. where the crane is installed.

- Places where fixtures are directly exposed to organic solvents (acetone, ethyl ether, hexane, etc.)

- Places filled with corrosive gas (hydrogen sulfide, ammonia, etc.) and flammable gas (hydrogen, methane, propane, etc.)

- Indoor pools where chlorine is used.

- Places where flammable liquid (gasoline, kerosene, heavy oil, etc.) is used.

- Places where there is much oil mist, e.g. metal working plants, kitchens, etc.

- Place with much mine dust.

- Places covered with heat insulating materials or combustibles.

- Places where fixtures are buried in snow.
eDo not disassemble or modify the fixture. It may cause fall of the fixture, electric shock or fire.
eDo not remove the vent filter and give shock to the fixture to avoid water intrusion.
eUse a waterproof junction box for connection to the power cable.
eDo not operate the product when it is damaged. It may cause fall of the fixture, electric shock or fire.
e If there are abnormalities found in the product such as smoke or unusual odor, disconnect power immediately and contact dealers.
eUse the fixture within the specified input voltage range.
ePlease perform class D grounding work(100 ohms and below) for the ground wire.

Failure to perform grounding work may cause a fire or electric shock.
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& CAUTION Failure to comply with the following installation instructions may result in injury or property damage.

e This product is only for general outdoor or general indoor use. It cannot be used anywhere else. It may cause a fall, electric shock, or fire.

o A high brightness LED is used as a light source. Do not look directly at the light source (LED).

e The wind pressure resistance is 60m / s. Do not install in places where the wind speed exceeds it to avoid fall of the fixture.

e The product must be used with the specified input voltage and frequency.

e Use the fixture within the specified operating temperature. During the daytime, do not use it except for temporary operation check.
Failure to comply with them may reduce the life of the fixture and cause electrical shock or fire.

e When the product is used in cold areas, do not install in places where icicles can fall.

e Do not install the product in places containing sulfur component such as hot spring.

e Do not install the product towards the sun. Concentrated sunlight may damage the LED and result in malfunction or fire.

e Do not use without the shade and secondary lens attached. Condensation may form inside.

e Do not install the light source of this product in a place where people can keep looking at it for a long time.

e Do not intentionally touch or remove the vent filter or cable gland. It may impair waterproofness.

e Observe the following installing conditions when installing this product.

Secondary
lens

Power cable

Signal cable
(Only dimmable models)

INSTALLATION - 40mm

£

< OO
1. Install two M10 anchor bolts in the ground. 58

A
7

N

Hexagon nut
M10:4 pieces

2. Secure the bracket to the anchor bolts using
plain washers, spring lock washers and hexagon nuts.

-Spring lock washer
M10:2 pieces

Recommended torgue : 24.5 N-m Plain washer

M10:2 pieces

Anchor bolt

% When I attach an appliance,
all aspects of the base of the bracket, o
please contact with a setting side.

Bracket rotation range
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Installing conditions

1. This product can be installed in all directions. 2. When you bent the lead cables near the main body,
When it is installed outside, Make sure water may get in from the gap between lead cables
vent filter and cable gland are not exposure and cable gland and there is in danger of breaking.
directly rain. There is in danger of breaking. Please make sure install with extra length from the
x main body.

r
o 77777, O
Z >
7 e RS VA
<N Vent filter is installed Cable gland is installed in
=7 = A in the upward direction.{/ /' the upward direction.

3. Within £5° from the horizontal, when using
the body with the irradiation surface facing upwards,
water may accumulate inside the secondary lens
and affect the light distribution performance.

Within £5° from horizontal

i<

Irradiation surface

Electrical installation

1. Before installing, disconnect power to avoid electrical shock.
2. Connect the lead wire to the power cable and signal cable.

Use waterproof junction boxes to avoid water entry, electrical shock and fire.
When connecting the wire to the junction box, put the cabtyre of the wire inside the box.

® ON-OFF models wiring diagram

Sheath Conductor
outer . Wire color Polarity
. size
diameter
Brown AC/L
Power Cable 7.7 1.0sq Blue AC/N
Green / Yellow E
Power Cable
- 2 oz
g g w g g w
< < < <
. o Extended
Input Line L connection
AC/L e AC/L
Power supply

- AC/N ——

AC100~240v | AC/N -
E - E
Terminal connector Terminal connector
(WAGO WFR-3) (WAGO WFR-3)
<Waterproof junction box> <Waterproof junction box>
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/& E
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o o o o
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Electrical installation

< Example >

Controller

Floodlight .1

Floodlight .2

Power Signal

Power Signal

® 0-10V dimming models Connection and connection
-controller required for floodlight. Without the controller, it can malfunction.

AC100~240V

AC/L -
Power suppl
pply {AC/N

0-10V + {

Controller
0-10V - -

® 0-10V dimming models wiring diagram

Sheath Conductor
outer . Wire color | Polarity
. size
diameter
Brown AC/L
Power
Cable 7.7 1.0sq Blue AC/N
Green/Yellow E
i Brown 0-10V +
Signal Cable 7.7 1.05q
0-10v Blue 0-10V -
Power Cable .. Signal Cable
-:I- 1
4 Z 3 3
g 2" T T
o o
Input Line |

Floodlight .n

Power Signal

S

{_I ]

[ Terminal connector
(WAGO WFR-3)

SO df }

<Waterproof junction box>

Power Cable .. Signal Cable
+
S £ 3 3
28" I Z
o o
Extended i
connection - - ~
/
SN N oy Rp—
—— AC/N [ 1
IR T
~ 0-10V + —
0-10V -~

[ Terminal connector
\_(WAGO WFR-3)

Rl

i

<Waterproof junction box>
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B/ E
EBR 3 Data +
DALI ®7.7 | 1.0sq = —
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S S < ] < < S 3
Q o w +=2 + w +
I < 8 a 2 = a a
AN 1 . EDAR |
/' [ | [ | \“ /‘\ I L V—\
. AC/L L—] — e AC/L e L—I
actoo~2¢0v | AN i N I
[ (10 (L] {2 i
{Data+ -~ Data+ -
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e o M) 7 eyl D)
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Electrical installation

® DALI dimming models Connection and connection

-DALI controller required for floodlight. Without the DALI controller, it can malfunction.
-When connecting floodlights, the upper limit is 64 units per signal line.

< Example >

Floodlight .1

Floodlight .2

DALI

Controller

Power
H

Signal

Power Signal

Maximum number of connections

Floodlight .64

® DALI dimming models wiring diagram

Sheath Conductor
outer X Wire color | Polarity
) size
diameter
Brown AC/L
Power
Cable 7.7 1.0sq Blue AC/N
Green/Yellow E
Signal Cable Brown Data +
®7.7 1.0sq
DALI Blue Data -
Power Cable ~ Signal Cable
-+ |
— P
S o u 2 &
< < (= (=
Input Line ‘
- ™
AC/L - h
Power supply AC/N { _] I
AC100~240V (—
PO o 1w o
o fuiaffuss
Data +
DALI
Controller | pata -
Terminal connector "
. {1 MZ

\__(WAGO WFR-3)

<Waterproof junction box>

Power Signal

Power Cable ... Signal Cable
+ 1
— =2
g o+ £ &
< < [a) o
Extended i i
connection = : \
(_I |
ol
Data +
Data -

[ Terminal connector M
\_(WAGO WFR-3) * M )

<Waterproof junction box>
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Electrical installation

® DMX dimming models Connection and connection
-DMX controller required for floodlight. Without the DMX controller, it can malfunction.
-When connecting floodlights, the upper limit is 32 units per signal line. When connecting
33 or more units to one dimming line, use a signal amplifier such as a repeater.
-Be sure to connect this product with a terminator (a terminating resistor) to
the end of the dimming line.

Maximum number of connections

< Example > . . :
Floodlight .1 Floodlight .2 Floodlight .32
(No terminating (No terminating T (With terminating
resistance function) resistance function) resistance function)
Power| Signal Power| Signal Power Signal
: : ! terminator
bmx | 1 - -
Controller
® DMX dimming models wiring diagram
Sheath T ---- Shield
outer Conductor Wire color Polarit Z X i
diameter size \ (7, ™ Wh|te Data +
5 Y ‘ Blue Data -
rown .
/ White ]»Not used
Power Cable 7.7 1.0sq Blue AC/N \
D LA Yellow
Green / Yellow E ~-- Drain wire SG
White Data +
. Bl D -
Signal Cable 0.55q lue ata White Data +
(DMX) 9.5 White Not used Blue Data -
X1 Yellow Not used ‘:':f.:'f -:'::25 g \V(Vel?llgsv]- Not used
0.2sq Drain wire %2 SG 2 - Drain wire SG
%2 Please insulate when wiring.
Power Cable Signal Cable Power Cable . Signal Cable
4 =z + ! o Z + '
g O w S o % S o v« S o0 %
. A R oo Extended oo oo
Input Line /1 i E _ i r\ connection F i P _ i P \
Power supply {Qgh —Alcs 23; m
AC100~240V
N ol AN T
i L L] il
DMX Data + I I Data+ |1 A
Controller 56 1 ﬁm ] SG )
Data - {0 Terminal connecto M 77777777 Data - = Terminal connector [@‘ .
rmi r
\_ (WAGO WFR-3) —’ m Y, Y (WAGO WFR-3) —>
terminator
<Waterproof junction box> <Waterproof junction box>
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Adjustable beam orientation

*Loosen the right and left screws with the handle knobs,
and then tilt the fixture while supporting it by hand.

-Re-tighten the screws with the handle knobs.
Ensure that the hexagon socket head bolts are
tightened by a proper tool.

Recommended

Reference position

00
torque : 20 N-m
>/ Handle knob
\\\
\ M8 hexagon
| socket head bolt
S R |
T - |
T oo i
>< \/\\\ / Bracket
., ™, \ /
\\\@ O \ /
1 ‘ {\ ‘:
& 2 o The brackets have graduations
| \6/

at intervals of 5°.

27007020000

Adjustable vertical pivot limit

Fall prevention wire

When installing the product in high places, attach the fall prevention wire (sold separately) to the strong
construction material as shown below.

Fall prevention wire |

Accessory

When attaching accessories (sold separately) to the product, refer to each instruction manual.
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Installation Leave the instructions for users/customers for future reference.

& WARNING Failure to comply with the following installation instructions may result in death or serious injury.

e This product must be cleaned in accordance with the installation instructions to avoid fall of fixture, electrical shock or fire.
e Turn off the power before cleaning the product.
e Do not repair, disassemble, or modify the fixture.

& CAUTION Failure to comply with the following installation instructions may result in injury or property damage. .

oA high brightness LED is used as a light source. Do not look directly at the light source (LED).

e Turn off the power and leave the fixture until it becomes ordinary temperature before cleaning to avoid a burn.

e High ambient temperature can reduce the product life.

e If there are abnormalities found in the product within the lifetime, disconnect the power immediately and contact your dealer.
Using the product with abnormalities may cause fire or electrical shock.

e When the product is used in a snowy area, remove the snow to prevent the product from being buried in snow.

e Dirt on the fixture can reduce efficiency. It is recommended to clean the fixture by yourself once a year.

e Conduct self-inspection at least once a year for safety.

e Have the product inspected by experts at least once every three years. (A product used for more than three
years requires a thorough inspection.) Using the product with abnormalities may cause smoking, fire, electric shock or fall of the fixture.

oL ED has dispersion in brightness and light color. The product may have different light color and brightness even among products with the
same model number.

ePlease note that unevenness of the projected light may be noticeable depending on the irradiation distance or the condition of the irradiation
surface.

eKeep radios, TV or equipment with infrared remote-control systems away from the fixture.

eDo not install in places where the product will undergo sudden cooling or heating, which may cause condensation inside the product.

eDo not modify or add parts to make water gather around the vent filter.

eDo not intentionally touch or remove the vent filter or cable gland. It may impair waterproofness.

Cleaning

e Turn off the power and leave the fixture until it becomes ordinary temperature before cleaning to avoid a burn.

e Clean the outer surface of the fixture or the cover with a soft cloth wetted with water or neutral detergent.

e Do not use volatile substances (e.g. thinner and benzine ) or acid-alkaline detergent. Using such substances may cause discoloration or
deformation.

e Do not spray water directly on the fixture with tools like a hose. Moreover, do not clean the fixture with a mop, a deck brush.
They may cause water intrusion or damage to the fixture.

Warranty

e Immediately after delivery, conduct an acceptance inspection and judge whether it is acceptable or unacceptable.
If no special problems are raised, we will judge that quality confirmation has been conducted and the acceptance inspection has been
passed.
e Check the warranty period described on the warranty card.
The warranty covers each single article delivered. It does not cover costs such as work fees and damage compensation
incurred because of replacement work.
e The warranty does not cover failure caused by the following:
(1) Inadvertent handling and misuse
2) Remodeling or repair by yourself
) Use under improper environment and conditions
) Natural disasters (fire, earthquake, and typhoon)
) Water condensation that occurs when the product is used out of the use and preservation temperature conditions specified
in the specification sheet
(6) Electrical stress, such as excessive voltage surge, including lightning
e If the cause of the failure cannot be identified, negotiations shall be conducted between the two companies.
e The application of this product is intended as a lighting or light source.
We shall not assume any responsibility for any damage caused by use under an application not intended by us.

(

@3
@
(5
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Exchange

® During the warranty period, contact the retailer (construction shop) where you purchased the product with an item that can

specify the delivery date.

@ If the warranty period has expired, consult your dealer (construction shop).
We will exchange it for a fee on request.

® If you have any questions about after-sales service or consult about replacement, please contact the retailer where you
purchased the product (construction shop) or our sales office below. In that case, please let us know the product name
and the time of purchase.

Contact

® Please contact us after confirming the product name on the nameplate.
® Phone number and address may change. Please confirm the website.

STANLEY ELECTRIC CO.,LTD.
Yokohama Technical Center: 2-14-1 Edanishi, Aoba-ku, Yokohama-shi, Kanagawa, 225-0014 Japan

TEL : +81 45 910 6629
URL: http://www.stanley.co.jp/

Headquarters: Nakameguro, Meguro-ku, Tokyo, 153-8636 Japan
TEL : +81 3 3710 2222
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