AL -BREASH

LED #%ytgs 12EMA
LLFO113A I&E451T EUREGBAE

O BN TICHERTETOBRMMETT . fELCEL

BIROBVADERITEBERTELEINTVEFY,

BRI H/ECHIAL TN,

. 1/2 N EE , EERIG A&
T %1 . FEIR N | . y
& (%1) C—nfm HIRE (%2) S (%3) (%4)
LLFO113A/SWWD00750TXNSAASCOO1 % 1.5° 5000K Ra60
LLFO113A/SWWD00722OVNSAASCOOT * 2.50
LLFO113A/SWWD00722003SA ASCOO1 * 30
LLFO113A/SWWD00722504SAASCOOT * 40
LLFO113A/SWWD007220055A ASCOO1 * 50
2200K
LLFO113A/SWWD00722006SA ASCOOT * 6°
LLFO113A/SWWD0072207SAASCOOT * 70
LLFO113A/SWWD0072208SAASCOOT * 8o
LLFO113A/SWWD00722{09SA ASCOOT * 90
LLFO113A/SWWD00727OVNSAASCOOT * 2.50
LLFO113A/SWWD00727(03SA ASCOOT * 30
LLFO113A/SWWD0072704SAASCOOT * 40
LLFO113A/SWWD00727055A ASCOO1 * 50
2700K
LLFO113A/SWWD00727<06SA ASCOOT * 6°
LLFO113A/SWWD00727<07SAASCOOT * 70
LLFO113A/SWWD00727<08SAASCOOT * 8o
LLFO113A/SWWD0072709SA ASCOOT * 90
LLFO113A/SWWD00730OVNSAASCOOT * 2.50
LLFO113A/SWWD00730003SA ASCOOT * 30
LLFO113A/SWWD00730004SAASCOOT * 40 Fra-ML—
CE/PSE
LLFO113A/SWWD00730{055A ASCOO1 * 50 ON-OFF RIAh
3000K Ra70 TIS ‘
LLFO113A/SWWD00730006SA ASCOO1 * 6° SIN—
LLFO113A/SWWD0073007SA ASCOOT * 70
LLFO113A/SWWD00730008SAASCOOT * 8o
LLFO113A/SWWD0073009SA ASCOOT * 90
LLFO113A/SWWD00740OVNSAASCOOT * 2.50
LLFO113A/SWWD00740003SA ASCOO1 * 30
LLFO113A/SWWD00740504S A ASCOOT * 40
LLFO113A/SWWD00740055A ASCOO1 * 50
4000K
LLFO113A/SWWD00740506SA ASCOO1 * 6°
LLFO113A/SWWD00740007SA ASCOOT * 70
LLFO113A/SWWD0074008SA ASCOOT * 8o
LLFO113A/SWWD0074009SA ASCOOT * 90
LLFO113A/SWWD00750OVNSAASCOO1 * 2.50
LLFO113A/SWWD007500035A ASCOO1 * 30
LLFO113A/SWWD00750004S A ASCOO1 * 40
LLFO113A/SWWD00750055A ASCOO1 * 50
5000K
LLFO113A/SWWD00750006SA ASCOO1 * 6°
LLFO113A/SWWD0075007SA ASCOO1 * 70
LLFO113A/SWWD0075008SA ASCOO1 * 8o
LLFO113A/SWWD0075009SA ASCOO1 * 90
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STANLEY ELECTRIC CO., LTD.

LED FLOODLIGHT

LLFO113A Narrow type Installation Instructions

® This product must be installed in accordance with applicable national and local electrical and construction codes by a
qualified electrician. Installation by an unqualified person is prohibited by law.

. 1/2 beam Light Color Rending Standard Body Color
N %1 ; ) g
ame (1) angle Color Index (%2) Control system (%3) (3%4)
LLFO113A/SWWD00750TXNSA ASCOO1 * 1.50 5000K Ra60
LLFO113A/SWWD00722VNSAASCOOT * 2.50
LLFO113A/SWWD00722$03SAASCOO1 * 30
LLFO113A/SWWD00722$04SAASCOOT * 40
LLFO113A/SWWD00722055A ASCOO1 * 50
2200K
LLFO113A/SWWD00722$06SAASCOO1 * 6°
LLFO113A/SWWD0072207SAASCOO1 * 70
LLFO113A/SWWD0072208SAASCOO1 * 8o
LLFO113A/SWWD0072209SA ASCOOT * 90
LLFO113A/SWWD00727<VNSAASCOOT * 2.50
LLFO113A/SWWD0072703SAASCOO1 * 30
LLFO113A/SWWD00727{04SAASCOO1 * 40
LLFO113A/SWWD00727<055 A ASCOO1 * 50
2700K
LLFO113A/SWWD00727<06SAASCOO1 * 6°
LLFO113A/SWWD0072707SAASCOO1 * 70
LLFO113A/SWWD00727<08SAASCOO1 * 8o
LLFO113A/SWWD00727<09SA ASCOO1 * 90
LLFO113A/SWWD00730OVNSAASCOOT * 2.50
LLFO113A/SWWD00730$03SA ASCOO1 * 30
LLFO113A/SWWD0073004SA ASCOOT * 40 Charcoal gray
CE/PSE .
LLFO113A/SWWD00730{055A ASCOO1 * 50 ON-OFF White
3000K Ra70 TIS
LLFO113A/SWWD00730{06SA ASCOO1 * 6° Silver
LLFO113A/SWWD0073007SAASCOO1 * 70
LLFO113A/SWWD00730{08SAASCOO1 * 8o
LLFO113A/SWWD0073009SA ASCOO1 * 90
LLFO113A/SWWD00740OVNS A ASCOOT * 2.50
LLFO113A/SWWD0074003SA ASCOO1 * 30
LLFO113A/SWWD00740$04SAASCOO1 * 40
LLFO113A/SWWD00740055 A ASCOO1 * 50
4000K
LLF0113A/SWWD0074006SAASCOO1 * 6°
LLFO113A/SWWD0074007SA ASCOOT * 70
LLFO113A/SWWD0074008SAASCOO1 * 8o
LLFO113A/SWWD0074009SA ASCOO1 * 90
LLFO113A/SWWD00750OVNS A ASCOOT * 2.50
LLFO113A/SWWD0075003S A ASCOO1 * 30
LLFO113A/SWWD00750{04SAASCOO1 * 40
LLFO113A/SWWD00750055A ASCOO1 * 50
5000K
LLF0113A/SWWD00750{06SA ASCOO1 * 6°
LLFO113A/SWWD0075007SA ASCOO1 * 70
LLFO113A/SWWD00750{08SAASCOO1 * 8o
LLFO113A/SWWD0075009S A ASCOO1 * 90
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2% (x1) o2 SR Eﬁfz')i s e T@?
LLFO113A/SWWDO00757OVNSAASCOO1 * 2.5°
LLFO113A/SWWD00757<{03SAASCOO1 * 3°
LLFO113A/SWWD00757<{04SAASCOO1 * 4°
LLFO113A/SWWD00757{>055SAASCOO1 * 5°
5700K
LLFO113A/SWWDO00757<{06SAASCOO1 * 6°
LLFO113A/SWWD00757{07SAASCOO1 * 7°
LLFO113A/SWWD00757<{>08SAASCOO1 * 8°
LLFO113A/SWWD00757<{09SAASCOO1 * 9°
LLFO113A/SWWDO00765OVNSAASCOO1 * 2.5° Ra70
LLFO113A/SWWD0076503SAASCOO1 * 3°
LLFO113A/SWWD0076504SAASCOO1 * 4°
LLFO113A/SWWD00765C055SAASCOO1 * 5°
6500K
LLFO113A/SWWD00765C06SAASCOO1 * 6°
LLFO113A/SWWD00765C07SAASCOO1 * 7°
LLFO113A/SWWD0076508SAASCOO1 * 8°
LLFO113A/SWWD0076509SAASCOO1 * 9° CE/PSE
LLFO113A/SWWDOO7RENVNSAASCOO1 * 2.5° TIS
LLFO113A/SWWDOO0O7RENO3SAASCOO1 * 3°
LLFO113A/SWWDOO7REN04SAASCOO1 * 4°
LLFO113A/SWWDOO7RENO5SAASCOO1 * 5°
LLFO113A/SWWDOO7RENO6SAASCOO1 * 6° RED
LLFO113A/SWWDOO0O7RENO7SAASCOO1 * 7°
LLFO113A/SWWDOO7RENO8SA ASCOO1 * g° Foa— -
LLFO113A/SWWDOO0O7RENQ9SAASCOO1 * 9° AOAR
LLFO113A/SWWDO0O7GRNVNSAASCOO1 * 2.5° ON-OFF L=
LLFO113A/SWWDO07GRNO3SAASCOO1 * 3°
LLFO113A/SWWDO0O7GRN04SAASCOO1 * 4°
LLFO113A/SWWDO07GRNO5SAASCOO1 * 5°
GREEN
LLFO113A/SWWDO0O7GRNO6SAASCOO1 * 6°
LLFO113A/SWWDO07GRNO7SAASCOO1 * 7°
LLFO113A/SWWDO0O7GRNO8SAASCOO1 * 8°
LLFO113A/SWWDO07GRNO9SAASCOO1 * 9°
LLFO113A/SWWDOO7BLNVNSAASCOO1 * 2.5° -
LLFO113A/SWWDO007BLNO3SAASCOO1 * 3°
LLFO113A/SWWDO007BLNO4SA ASCOO1 * 4°
LLFO113A/SWWDO07BLNOSSAASCOO1 * 5° CE
BLUE TS
LLFO113A/SWWDO007BLNO6SA ASCOO1 * 6°
LLFO113A/SWWDO007BLNO7SAASCOO1 * 7°
LLFO113A/SWWDO007BLNO8SA ASCOO1 * 8°
LLFO113A/SWWDO07BLNO9SAASCOO1 * 9°
LLFO113A/SWWDOO7YENVNSA ASCOO1 * 2.5°
LLFO113A/SWWDO07YENO3SAASCOO1 * 3°
LLFO113A/SWWDOO0O7YENQO4SAASCOO1 * 4°
LLFO113A/SWWDO0O7YENO5SAASCOO1 * 5° GoLD CE/PSE
LLFO113A/SWWDOO0O7YENO6SAASCOO1 * 6° TIS
LLFO113A/SWWDO07YENQO7SAASCOO1 * 7°
LLFO113A/SWWDOO0O7YENO8SA ASCOO1 * 8°
LLFO113A/SWWDO07YENQO9SAASCOO1 * 9°
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Name (1) Vage” | oo | Tndex (izy | Comtrolsystem | STRSTE | Bor T
LLFO113A/SWWD00757<>VNSAASCOO1 * 2.5°
LLF0113A/SWWD00757<>03SAASCOO1 * 3°
LLF0113A/SWWD00757<04SAASCOO1 * 40
LLF0113A/SWWD00757<>05SAASCOO1 * 50

5700K
LLF0113A/SWWD00757<06SAASCOO1 * 6°
LLF0113A/SWWD00757<>07SAASCOO1 * 7°
LLFO113A/SWWD00757<08SAASCOO1 * 8°
LLF0113A/SWWD00757<>09SAASCOO1 * 9°
LLFO113A/SWWD00765CVNSAASCOO1 * 2.5° Raz0
LLF0113A/SWWD0076503SAASCOO1 * 3°
LLFO113A/SWWD00765004SAASCOO1 * 40
LLF0113A/SWWD0076505SAASCOO1 * 50

6500K
LLFO113A/SWWD00765006SAASCOO1 * 6°
LLF0113A/SWWD0076507SAASCOO1 * 7°
LLFO113A/SWWD00765008SAASCOO1 * 8°
LLF0113A/SWWD0076509SAASCOO1 * 9° CE/PSE
LLFO113A/SWWDO007RENVNSA ASCOO1 * 2.5° TS
LLF0113A/SWWDO007REN0O3SAASCOO1 * 3°
LLFO113A/SWWDO007RENO4SAASCOO1 * 40
LLF0113A/SWWDO007RENO5SAASCOO1 * 50
LLFO113A/SWWDO007RENO6SAASCOO1 * 6° RED
LLF0113A/SWWDO007RENO7SAASCOO1 * 7°
LLFO113A/SWWDO007RENO8SA ASCOO1 * 8°

Charcoal gray
LLF0113A/SWWDO007RENO9SAASCOO1 * 9°
ON-OFF White

LLFO113A/SWWDO007GRNVNSA ASCOO1 * 2.5°
LLFO113A/SWWD007GRNO3SAASCOO1 * 3° Silver
LLFO113A/SWWD007GRNO4SAASCOO1 * 40
LLFO113A/SWWD007GRNO5SAASCOO1 * 50

GREEN
LLFO113A/SWWD007GRNO6SAASCOO1 * 6°
LLF0113A/SWWD007GRNO7SAASCOO1 * 7°
LLFO113A/SWWD007GRNO8SAASCOO1 * 8°
LLFO113A/SWWD007GRNO9SA ASCOO1 * 9°
LLFO113A/SWWDO007BLNVNSAASCOO1 * 2.5° -
LLF0113A/SWWDO007BLNO3SAASCOO1 * 3°
LLFO113A/SWWD007BLN04SAASCOO1 * 40
LLF0113A/SWWD007BLNOSSAASCOO1 * 50 CE
LLFO113A/SWWD007BLNO6SAASCOO1 * 6° BLUE TIS
LLF0113A/SWWD007BLNO7SAASCOO1 * 7°
LLF0113A/SWWD007BLNO8SAASCOO1 * 8°
LLF0113A/SWWDO007BLNO9SA ASCOO1 * 9°
LLFO113A/SWWDO007YENVNSAASCOO1 % 2.5°
LLFO113A/SWWDO007YENO3SAASCOO1 * 3°
LLFO113A/SWWDO007YENO4SAASCOO1 * 40

o

LLFO113A/SWWDO007YENOSSAASCOO1 * 5 oL CE{IZSE
LLFO113A/SWWDO007YENO6SAASCOO1 * 6°
LLFO113A/SWWDO007YENO7SAASCOO1 * 7°
LLFO113A/SWWDO007YENO8SAASCOO1 * 8°
LLFO113A/SWWDO007YENO9SAASCOO1 * 9°
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X1 a0 OCUOO0A *x FEBMAMRISUTTEROXFINERDET,

O EBE (%2) )
Ra60: T Ra70:X None:N AN FEE (%4) )
FvI1-)LJL— : BK RILN : WH 2)V\— :SI
O - BERUE (%3)

CE, CE/PSEXJi5 : CE . PSEfIS : PS . TISHS : TS * - DAY MERRDIBAICH

-BRIIIR 1 BREARE(CHIBEINZHATY, -EBIRAE2200K~6500KOER(CHEEHINTNS
RIS EHEEAETT, HFEORBEUTOEBDTY .
CBIREEY - IHRBTETEVERA MBSV TSPD(MEY — DB ) 2B RHTEEL, eamE KEDRE

- COIBBAZRE DI ILF T —JIAd— RhBE U E. fER%EEE g 3iz6(C. 2200K  LLMO113A/LS 22X S-16614A
A=N—FFZ2OY -EARIBEF(ERABFEOBEREOHNZIRITZEDELET, %88? tmg}g%tg §g§ g-igg}:ﬁ
-:@H”Eﬁéﬁﬁwtﬁ(i RWTEFLA. HFENF (:Jjult%(atﬂ”ﬂﬂéa?é%f& L TLIEE W, 4000K  LLMO113A/LS 40X S-16614A
OREFE>MIELTVERA. BT IEERENMTORENHDET, 5000K  LLMO113A/LS 50X S-16614A
-50md&Dir L\ iEEH CIRBAZR B Z RIFE R DRV T2, 5700K LLMO113A/LS 57X S-16614A

-LEDZRFCINSY A H0E — R B ORISR\ TEE, BAESNRABEANBIETOTS TR, 600K LLMOLI3A/LS 65X S-16614A
- RBHIERE AL B RBTE L TEH A HRIRBBANBOET . FHT TR T
CORGIT(E. (EU)2019/2015(;§’)(I?)I::F —SNRISZA<G>DHBEHNEFENTVET,

o B iiE
TR HAE 2200K~6500K/BLUE/GOLD RED GREEN
EASEE AC100~240V
[1/2E-Af : 2.5°~9°]
0.08~0.06A

ANEHR 0.07~0.05A 0.07~0.05A

(1/2E—1f : 1.5°]

0.07~0.06A
[1/2E—Af : 2.5°~9°]

7.1W(100VES)
U 7.8W(240VE) 6.8W(100VES) 6.7W(100VES)
TEAHEED (1/26—0f : 1.5°] 7.5W(240VE) 7.4W(240VEF)

6.6W(100VE%)

7.4W(240VE¥)
IPARAS P66
BERERE —25~50C
seEs 2.5kg
REYAX W177 H253 D113
BRI EE 0.02m?

M T E%EA BERILEBEEN, COFHBPE(HRTFTOIDERERICHITBIELIZE,

s2s BiRziRolisa. AP FBESZESTREMENHDET,

© (A TIEFE L ERBR(CAE D THERIAT O TEA LV FEATICAMBN' DB ER T RNEE. N EDREREBRDET,
O ROERIBIRR CIHERULBRNTZEN, BT RE. NKDREREBDET,
SEEN0%RHEZBX 315, itliﬂﬁzb“ﬁﬂ@“éiﬁ)’ﬁ
SRENEENZRE(ASNZIHAT (I —REHBPTRE).
BHSER (b IFINI-TIV AFHOURE) ((EIESSSNZIBFT
BEUHZ BULKZE. 7OEZTE) TRMEAR OKZER. X9>. TOIOF) HFEELTWRIBFR
EREFEAIZIEANT-IL
SINERE (YU, (Tl EhE) fMERIN3IHR
AMNZZAMZVERBIN T TIBEEN
DEOZ VISP
- WrEAA ORI YD TN BB
- RENB(ABBNZI5A
o BmE DR, E&(iﬁw&b\f'Féb\o ET. RS NKOFRRERDFET,
O IRy TEINUIED, 1 %bumaur(tauo RKICLDRAE - N DERTRDFT
© EIET — JILEDFERTIBAKBL DS >33 BOXEAE D THERRL TS L,
MahbphETLREE - N RKDRERITRDET
@ BENEHEUIRRE THERAURBVWTUZEW, BT E. NKDRERERDET,
eHh—. IE’V‘JEQ%G)E.%;&F‘ZLJE%A(:& ‘9“((LEaﬁ’&tﬂotﬁﬁjuif\ﬁﬁﬁlﬂ(riéb\o
EENEUIRETERITREN L PREDRREERDFET,
O IEEENDANERE %ﬁlmtﬁﬁﬁw(nau
® BIRIFOT — A3 DIEFEM T EH T TRV, B T2 VRV N SEPRREDRRERDET,
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%1 OOOA * in the name will be the following character string depending on the product specifications.

-+ ++ Color Rending Index (3%2) AA--+ Body Color (3%4)
Ra60 : T Ra70 : X None : N Charcoal gray : BK White : WH Silver :SI
OO---Standard (3%3) * -+ -Described in the case of custom specifications.

Apply to CE, CE/PSE : CE . Apply to PSE: PS . Apply to TIS: TS

-This product is classified as Class I luminaire.
+This product is heavy-duty salt resistant spec.

+The product is not protected against lightning surge. -The name of the light source installed
Please purchase a SPD (Lightning Surge Protection Device) as necessary. i”f products with color temlf)eﬁatures
-When the external flexible cable or cord of this luminaire is damaged, it shall be of 2200K to 6500K are as follows.
replaced only by the manufacturer or its service agent or a similar qualified cT Name of the light source
person in order to avoid a hazard. g;ggi ::::mgﬂg%::g §§§ g'iggiiﬁ
-The light sc_>urce of this Iumm;nr(_% is not replaceable; when the light source reaches 3000K  LLMO113A/LS 30X S-16614A
its end of life, the whole luminaire shall be replaced. 4000K  LLMO113A/LS 40X S-16614A
-Terminal block not included. Installation must be performed by a qualified person. 5000K  LLMO113A/LS 50X S-16614A

5700K LLMO113A/LS 57X S-16614A

-Do not stare at the luminaire for long periods of time at distances less than 50m. 6500K  LLMO113A/LS 65X S-16614A

- LED has dispersion in brightness and light color. The product may have different
light color and brightness even among products with the same model number.
-Please note that unevenness of the projected light may be noticeable depending on
the irradiation distance or the condition of the irradiation surface.
+This product contains a light source of energy efficiency class <G> based on (EU)2019/2015.

® Product Summary

SPEC 2200K~6500K/BLUE/GOLD RED GREEN
Input Voltage AC100~240V
[1/2 beam angle:2.5°~9°]
0.08~0.06A
Input Current 0.07~0.05A 0.07~0.05A
[1/2 beam angle:1.5°)]
0.07~0.06A
[1/2 beam angle:2.5°~9°]
7.1W(100V)
. 7.8W(240V) 6.8W(100V) 6.7W(100V)
Power Consumption [1/2 beam angle:1.5°] 7.5W(240V) 7.4W(240V)
6.6W(100V)
7.4W(240V)
IP Rating 1P66
Operating ~
Temperature Range —25~50C
Mass 2.5kg
Dimension W177 H253 D113
Projected Area 0.02m?

Construction Leave the instructions for users/customers for future reference.

& WARNING Failure to comply with the following installation instructions may result in death or serious injury.

e This product must be installed in accordance with the installation instructions to avoid malfunction, fixture fall, electrical shock or fire.
e This product is only for general outdoor or general indoor use.
eDo not use the product in the following environment or situation. It may cause fall of the fixture, electric shock or fire.
- Places where the humidity exceeds 90% RH or the product is covered with water.
- Places where vibration or shock are transmitted to the fixture, e.g. where the crane is installed.
- Places where fixtures are directly exposed to organic solvents (acetone, ethyl ether, hexane, etc.)
- Places filled with corrosive gas (hydrogen sulfide, ammonia, etc.) and flammable gas (hydrogen, methane, propane, etc.)
- Indoor pools where chlorine is used.
- Places where flammable liquid (gasoline, kerosene, heavy oil, etc.) is used.
- Places where there is much oil mist, e.g. metal working plants, kitchens, etc.
- Place with much mine dust.
- Places covered with heat insulating materials or combustibles.
- Places where fixtures are buried in snow.
eDo not disassemble or modify the fixture. It may cause fall of the fixture, electric shock or fire.
eDo not remove the vent filter and give shock to the fixture to avoid water intrusion.
eUse a waterproof junction box for connection to the power cable.
eDo not operate the product when it is damaged. It may cause fall of the fixture, electric shock or fire.
e If there are abnormalities found in the product such as smoke or unusual odor, disconnect power immediately and contact dealers.
eUse the fixture within the specified input voltage range.
ePlease perform class D grounding work(100 ohms and below) for the ground wire.
Failure to perform grounding work may cause a fire or electric shock.

Drawing No. D00202373G_EN 3/7



AN 3 | BREEoEa. BEEEICL. SRAMREOREMEEINET.

o AR MEI—MEIN - ENARRETT . TNUS OB CIMERTEEEA, E T - BE - KX OFRRCIDET .
O LREL TEIEELEDZERULTVET. SR (LED)ZERLIBZVTIIZE,
© MEEAARFO0M/sTT . TN EDREERDFZEZR (I BB TIRIMERLANTILE W, ZZEDE T ORRICEDET,
O RRENEEBIREE. BRI THEAL IS,
IEESNOEIREE - BRI THEALEI LRRE - N K DREICRDET,
O IETENEMEREEEZTOTERL TS, Feo BT ME TRO— KRR s THESRDHEL TIZE W,

O BN TRERTIHE. DEENNEEBLBRNEUSLSMBARICIEHBE LRV TS,
DE5ETFICLBINDREICRDET .

O TEM N EEATORRETIFERLRNWTIZE L,

O KI5(CMAI TEREZFHBURNTIIE V. RIBYEHEHRU TLEDNMRIEL., AT, NKDRRERDFY

0 31— REZRL D AZFEBURVMAREETERALRW TSV, WEBICHEENMECS TN HDET .

o AR MDYCIRENE RIS . AN RBEIBIBANCEERBLRNTIEE W,

O HE(IIFIRF vy TSI —TIVT 5> RICAINIED, SUIDLBVTIZEW, BK 2 IBRAIRREERDFT .

O ARMZRIEI DR BIRDERBESRMETOTGREL TR,

BPEmB TR
1-Fk
0
o
STANLEY BlEeTEg
\
o
= TR
KOOI 40mm
:
X OO
1. BUSAIOREER 2
%EE%B&U@EHE(:W?Z%&i(:\ A _MlO 7>oh—mIV s
I35y BT FOM 107 > =ML AR RSV,
/7

7 FyM10:448 |

($REERM10: 218
2. #BEZEUTIS

2B EES, FREE, (FREE. NATYMERL.
T7>H—=MRIVNET Sy NS TV 3y N THESR ISR TXEE W,
MENBNFTIEZ T ORACADET

HEB DT NLY : 24.5N-m

C jj:\\

X EBEEIDAIBEEET 5y MOEBEOLEA .
BEEICEIBLCLTIRE,
LENMELRMEEE FORRICBNET,

7549 OB

Drawing No. D00202373G_JP 4/7



& CAUTION Failure to comply with the following installation instructions may result in injury or property damage.

e This product is only for general outdoor or general indoor use. It cannot be used anywhere else. It may cause a fall, electric shock, or fire.

o A high brightness LED is used as a light source. Do not look directly at the light source (LED).

e The wind pressure resistance is 60m / s. Do not install in places where the wind speed exceeds it to avoid fall of the fixture.

e The product must be used with the specified input voltage and frequency.

e Use the fixture within the specified operating temperature. During the daytime, do not use it except for temporary operation check.
Failure to comply with them may reduce the life of the fixture and cause electrical shock or fire.

e When the product is used in cold areas, do not install in places where icicles can fall.

e Do not install the product in places containing sulfur component such as hot spring.

e Do not install the product towards the sun. Concentrated sunlight may damage the LED and result in malfunction or fire.

e Do not use without the shade and secondary lens attached. Condensation may form inside.

e Do not install the light source of this product in a place where people can keep looking at it for a long time.

e Do not intentionally touch or remove the vent filter or cable gland. It may impair waterproofness.

e Observe the following installing conditions when installing this product.

PARTS

Shade

Secondary lens

Vent filter

Handle knob

STANLEY [CEE—.
S
o I
S

power cable

|

Cable gland

INSTALLATION 40mm

Ton
A\

N
\

1. Install two M10 anchor bolts in the ground.

40~45mm

M10 Anchor bolt

7/

Hexagon nut
M10:4 pieces

Spring lock washer
M10:2 pieces

2. Secure the bracket to the anchor bolts using
plain washers, spring lock washers and hexagon nuts.

Plain washer
M10:2 pieces

Anchor bolt

Recommended torgue : 24.5 N-m

XWhen I attach an appliance,
all aspects of the base of the bracket,
please contact with a setting side.

Bracket rotation range
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Installing conditions

1. This product can be installed in all directions.
When it is installed outside, Make sure
vent filter and cable gland are not exposure
directly rain. There is in danger of breaking.

77777

NN %

S
@, Vent filter is installed /9
‘:é‘—i—,—' in the upward direction./, /

Cable gland is installed in
the upward direction.

)

2. When you bent the lead cables near the main body,
water may get in from the gap between lead cables
and cable gland and there is in danger of breaking.
Please make sure install with extra length from the
main body.

3. Within £5° from the horizontal, when using
the body with the irradiation surface facing upwards,
water may accumulate inside the secondary lens
and affect the light distribution performance.

x Within £5° from horizontal
Fi<

Irradiation surface

Electrical installation

N =

Before installing, disconnect power to avoid electrical shock.
Connect the lead wire to the power cable.

Use waterproof junction boxes to avoid water entry, electrical shock and fire.
When connecting the wire to the junction box, put the cabtyre of the wire inside the box.

@ wiring diagram

sheath Conductor
outer X Wire color Polarity
) size
diameter
Brown AC/L
Power Cable 7.7 1.0sq Blue AC/N
Green / Yellow E
Power Cable
o Z oz
~ S <
Qg O W S O w
< < < <
- C Extended L
Input Line connection
Power supply AC/L e ACL —-
AC100~240V ACE/N - : ACE/N

<Waterproof junction box>

Terminal connector
(WAGO WFR-3)

Terminal connector
(WAGO WFR-3)

<Waterproof junction box>
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Adjustable beam orientation

*Loosen the right and left screws with the handle knobs,
and then tilt the fixture while supporting it by hand.

-Re-tighten the screws with the handle knobs.
Ensure that the hexagon socket head bolts are
tightened by a proper tool.

Reference position

00
Recommended
torque : 20 N-m J )\/ Handle knob

\
\
\ M8 hexagon socket
— 1 head bolt
I
|

/ Bracket

/
/
/

The brackets have graduations
at intervals of 5°.

Adjustable vertical pivot limit

Fall prevention wire
When installing the product in high places, attach the fall prevention wire (sold separately) to the strong
construction material as shown below.

Fall prevention wire |

Accessory

When attaching accessories (sold separately) to the product, refer to each instruction manual.

Installation Leave the instructions for users/customers for future reference.

& WARNING Failure to comply with the following installation instructions may result in death or serious injury.

e This product must be cleaned in accordance with the installation instructions to avoid fall of fixture, electrical shock or fire.

e Turn off the power before cleaning the product.
e Do not repair, disassemble, or modify the fixture.

& CAUTION Failure to comply with the following installation instructions may result in injury or property damage.

oA high brightness LED is used as a light source. Do not look directly at the light source (LED).
e Turn off the power and leave the fixture until it becomes ordinary temperature before cleaning to avoid a burn.
e High ambient temperature can reduce the product life.
e If there are abnormalities found in the product within the lifetime, disconnect the power immediately and contact your dealer.
Using the product with abnormalities may cause fire or electrical shock.
e When the product is used in a snowy area, remove the snow to prevent the product from being buried in snow.
e Dirt on the fixture can reduce efficiency. It is recommended to clean the fixture by yourself once a year.
e Conduct self-inspection at least once a year for safety.
e Have the product inspected by experts at least once every three years. (A product used for more than three
years requires a thorough inspection.) Using the product with abnormalities may cause smoking, fire, electric shock or fall of the fixture.
oLED has dispersion in brightness and light color. The product may have different light color and brightness even among products with the

same model number.
ePlease note that unevenness of the projected light may be noticeable depending on the irradiation distance or the condition of the irradiation

surface.
eKeep radios, TV or equipment with infrared remote-control systems away from the fixture.
eDo not install in places where the product will undergo sudden cooling or heating, which may cause condensation inside the product.

eDo not modify or add parts to make water gather around the vent filter.
eDo not intentionally touch or remove the vent filter or cable gland. It may impair waterproofness.
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Cleaning

e Turn off the power and leave the fixture until it becomes ordinary temperature before cleaning to avoid a burn.

e Clean the outer surface of the fixture or the cover with a soft cloth wetted with water or neutral detergent.

e Do not use volatile substances (e.g. thinner and benzine ) or acid-alkaline detergent. Using such substances may cause discoloration or
deformation.

o Do not spray water directly on the fixture with tools like a hose. Moreover, do not clean the fixture with a mop, a deck brush.
They may cause water intrusion or damage to the fixture.

Warranty

e Immediately after delivery, conduct an acceptance inspection and judge whether it is acceptable or unacceptable.
If no special problems are raised, we will judge that quality confirmation has been conducted and the acceptance inspection has been
passed.
e Check the warranty period described on the warranty card.
The warranty covers each single article delivered. It does not cover costs such as work fees and damage compensation
incurred because of replacement work.
e The warranty does not cover failure caused by the following:
(1) Inadvertent handling and misuse
(2) Remodeling or repair by yourself
(3) Use under improper environment and conditions
(4) Natural disasters (fire, earthquake, and typhoon)
(5) Water condensation that occurs when the product is used out of the use and preservation temperature conditions specified
in the specification sheet
(6) Electrical stress, such as excessive voltage surge, including lightning
e If the cause of the failure cannot be identified, negotiations shall be conducted between the two companies.
e The application of this product is intended as a lighting or light source.
We shall not assume any responsibility for any damage caused by use under an application not intended by us.

Exchange

® During the warranty period, contact the retailer (construction shop) where you purchased the product with an item that can

specify the delivery date.

® If the warranty period has expired, consult your dealer (construction shop).
We will exchange it for a fee on request.

® If you have any questions about after-sales service or consult about replacement, please contact the retailer where you
purchased the product (construction shop) or our sales office below. In that case, please let us know the product name
and the time of purchase.

Contact

® Please contact us after confirming the product name on the nameplate.
® Phone number and address may change. Please confirm the website.

STANLEY ELECTRIC CO.,LTD.

Yokohama Technical Center: 2-14-1 Edanishi, Aoba-ku, Yokohama-shi, Kanagawa, 225-0014 Japan
TEL : +81 45 910 6629

URL: http://www.stanley.co.jp/

Headquarters: Nakameguro, Meguro-ku, Tokyo, 153-8636 Japan
TEL : +81 3 3710 2222
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